WHAT IS CLAIMED IS : 

1 A nipple structure for infant use comprising 

a first hollow relatively short vertical cylinder open at its lower end and closed at its 
upper end, the upper end having a small opening, the cylinder defining a nipple; 

a horizontally extending thin circular member having a centrally disposed hole aligned 
with and spaced fi-om the lower end of the nipple, said hole having a periphery; 

securing means disposed between the member and the lower end of the nipple to 
connect said member via the periphery of the hole to said nipple; and 

a second vertical hollow cylinder open at both ends and having an exterior diameter 
which is always much larger than that of the nipple, the upper end of the second cylinder 
being connected to said means and via the means to the nipple, the interior of the second 
cylinder communicating with the interior of the nipple. 

2. The nipple structure of claim 1 wherein the first cylinder has a unifoim diameter. 

3. The nipple structure of claim 2 wherein the outer surface of the second cylinder tapers 
downwardly and inwardly. 

4. The nipple structure of claim 3 wherein the inner surface of the second cylinder tapers 
downwardly and outwardly. 

5. The nipple structure of claim 4 wherein said means includes spaced apart vertical 
ribs. 
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6. The nipple structure of claim 5 wherein the ribs are uniformly spaced apart. 

7. The nipple structure of claim 6 wherein the ribs extend radially outward from the 
exterior surface of the first cylinder to engage the periphery of the hole in the member 
and extend downwardly to engage the outer surface of the second cylinder 

8. The nipple structure of claim 7 wherein the ribs extend downwardly and are flush with 
the second cylinder. 

9. The nipple structure of claim 8 wherein each rib is thin and has a generally V shaped 
element which tapers downward to a tip which is flush with the outer surface of the 
second cylinder. 



10. The nipple structure of claim 3 wherein the outer surface of the second cylinder 
adjacent its upper end is provided with an enlarged circular ridge. 
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